BAR-S IP67 Nc=RI[

Categories: Facade Lighting
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CE UK CRI sMD IP W@E
Meenanicl CA =80 LED 67

Body : Extruded aluminium :‘

Finish: Eloxal plated ,k Co-)

Optics: Opal polycarbonate diffuser

Installation: Recessed mounted

Electrical Photometric Data
Driver: LED driver with external connection - 24V 120°

Light source: SMD LED e i
Frequency: 220-240V 50/60 Hz i

Lifetime: 50.000 hours

Pf>0.90 -

Operating Temperature: -20 / +50 e
Optical

Light effect: Direct Technical Drawing

Beam angle: 120 degrees

UGR: <21 24mm
CRI>80

%
McAdams Step<3 2 ﬁ 1 1
Options 15,5 - A —
CRI>90

DALI-1-10V-Phase dimming

Can be produced in different lengths as per project drawings, with 10
cm. variations

Colour Dimensions Cut-out Weight
Art. No. Power Lumen
Temperature (WxLxH) mm. (mm.) (kg.)
EFS-005-008 8W/mt. 800* 2700K-6500K 24x1000x12 N/A 0,35 kg.
EFS-005-014 14W/m#t. 1500* 2700K-6500K 24x1000x12 N/A 0,35 kg.

Lumen values can vary according to CCT - CRI and beam angle options
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