
LINEA D
Categories: Interior, Industrial Lighting

CE
CRI POWER IP IK

CA 280 LED 65 10Mechanical

Body: Aluminium

Finish: Electrostatic powder painted
Optics: PMMA LED Lenses

Diffuser: Tempered glass

Installation: Surface or suspended mounted

Electrical

Light source: Mid Power LED

Frequency: 220-240V 50/60 Hz

Lifetime: >50.000 hours

Pf>0.90

Operating Temperature: -20/+50

Optical
Light effect: Symmetrical
Beam Angle: 90 degrees

CRI>80

Options
RAL selection

Beam angle options

DALI - 1-10V - Step dim

Suspension kit

Emergency kit

Photometric Data

90°

Technical Drawing
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NERA

Art. No. Power Lumen
Colour

Temperature

Dimensions

(WxLxH) mm.

Cut-out

(mm.)

Weight

(kg.)

IIS-823-075 75W 11250* 3000K-6500K 195x500x132 N/A 3,60 kg.

IIS-823-100 100W 15000* 3000K-6500K 195x650x132 N/A 4,50 kg.

IIS-823-125 125W 18750* 3000K-6500K 195x800x132 N/A 5,50 kg.

IIS-823-150 150W 22500* 3000K-6500K 195x950x132 N/A 6,30 kg.

IIS-823-200 200W 30000* 3000K-6500K 195x1250x132 N/A 8,00 kg.
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Lumen values can vary according to CCT - CRI and beam angle options

www.neralight.com


